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(57) Abstract: The invention relates to a magnetic sensor for deteimining the location of a moving object (2) along an axis of 
displacement (T). Said sensor comprises: an open magnetic circuit (3) that delimits at least one gap (8) and comprises means (4) 
for creating a magnetic flux; at least one first measuring cell (11) mounted in a fixed manner in the magnetic circuit (3) and capable 
of measuring the magnetic flux value, and; means for processing the output signal furnished by the measuring cell (11) in order to 
determine the linear position of the moving object along the axis of displacement. According to the invention: the magnetic circuit 
(3) also comprises at least one pole piece (5) associated with the means for creating a magnetic flux; the measuring cell (11) is 
fT) mounted near the extreme point of displacement in order to measure the magnetic flux furnished by the means (4) for creating this 
magnetic flux minus the magnetic flux leakage. 

^2 (57) Abrege : Llnvention conceme un capteur magn^tique pour determiner la position d'un mobile (2) ^voluant selon un axe de 
^5 d6placement (T), le capteur comportant : - un circuit magn6tique (3) ouvert en d^limitant au moins un entrefer (8) et comportant des 
^ moyens (4) de creation d'un flux magn6tique, - au moins une premiere cellule de mesure (11) mont6e fixe dans le circuit magn6tique 

(3) et apte ô mesurer la valeur du flux magn^tique, - des moyens de traitement du signal de sortie d^livr6 par la cellule de 

mesure (11) pour determiner la position lin^aire du mobile le long de I'axe de d^placement. 

[Suite sur la page suivante] 



wo 2004/113844 A2 IliilliliilililllilPIDIiillliiliHIIIlll 



KP, KR. KZ, LC. LK, LR, LS, LT. LU, LV, MA. MD. MG, 
MK, MN, MW, MX, MZ, NA, NI, NO, NZ, OM, PG, PH, 

PL, PT, RO, RU, SC, SD, SE, SO, SK, SL, SY, TJ, TM, TN, 
TR, TT, TZ, UA, UG, US, UZ, VC, VN, YU, ZA, ZM, ZW. 

(84) £tats de^nes (sauf indication contraire, pour tout titre 
de protection regionale disponible) : ARIPO (BW, GH, 
GM, KE, LS, MW, MZ, NA, SD, SL, SZ, TZ, UG, ZM, 
ZW), eurasien (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), 
europeen (AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI, 
FR, GB, GR, HU, IE, IT, LU, MC, NL, PL, PT, RO, SE, SI, 



SK. TR), OAPI (BF, BJ. CF, CG, CI. CM, GA. GN. GQ. 
GW, ML, MR, NE, SN, TD. TG). 

Publiee : 

— sans rapport de recherche intemationale, sera republiie 
des reception de ce rapport 

En ce qui conceme les codes di deux lettres et autres abrevia- 
tions, se referer aux "Notes explicatives relatives aux codes et 
abreviations" figurant au debut de chaque numero ordinaire de 
la Gazette du FCT 



Selon rinvention : - le circuit magn^tique (3) comporte ^galement au moins une pi^ce polaire (5) associ^e aux moyens de creation 
d'un flux magn^tique, - la cellule de mesure (1 1) est mont^ ô proximity d'un point extreme de d6placement de manidre &ocin:; 
mesuier le flux magn^tique d61ivr6 par les moyens de creation (4) diminu^ du flux magn^tique de fuite. 



